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Middelfart 09 August 2010

From:
ITW Construction Products

Att.:
To whom it might concern

Ref.:
HDG Nails


Letter of conformity
Specification for ITW Paslode® Hot Dipped Galvanized Nails.

ITW Paslode hot dipped zinc coating on nails has a thickness of minimum 55 micron which meets the requirements mentioned in EC5-ENV 1995, service class 1, 2, and 3 and DIN 1052:2004-08

The tensile strength of the ITW Paslode nails is minimum 700 N/mm² that meets the requirements mentioned on EC5-ENV 1995.

ITW Construction Products ApS has been a quality approved manufacturer in accordance with ISO 9001 since March 1991, Certificate No.: DNKFRC211939A. Approval given by Bureau Veritas Certification.

Best regards

ITW Construction Products

Jesper Dalum

Quality and Environment

Nails IU

jesper.dalum@itwdk.com 


Middelfart the 14th of June 2005

To:
To whom it might concern 

Ref.:
HDG Nails

Letter of Conformity – Directive 94/62/EC         

We declare, by this document, that all HDG nails produced by ITW Construction Products, Denmark comply with article 11 of Directive 94/62/EC, i.e. having less than 100 ppm of the heavy metals lead, cadmium, mercury and hexavalent chromium.

Best regards

ITW Construction Products

Jan Ditlevsen

General Manager

Nails IU

Jan.Ditlevsen@itwdk.com
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